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FEATURES

CODES/STANDARDS

ASME A112.19.2-2013/CSA B45.1-13, ASSE 1002

Single-Flush High E�ciency Toilet (HET) at 1.28 GPF

MAP RATING HIGHLY RECOMMENDED Flush Performance

D E T A I L S

All  drawings contain the necessary measurements which are sub-
ject to standard tolerances . They are stated in mm and are non -bin-
ding.  Exact measurements,  in part icular for customised instal lat ion 
scenarios , c an only be taken from the finished ceramic piece. 

TANKLESS TOILET W 3 3 0 - 0 4 3 1 - U 1

The Primus tankless toilet is the core of AXENT's complex and skillfully engineered technologies showcased in an exceptionally simple yet 

modern low-profile design. Its tankless design takes up less space than traditional toilets and incorporates engineering innovations to o�er 

less design intrusion with more flushing excellence. 

The Primus’ applied “Venturi” system, named after the Italian physicist Giovanni Battista Venturi, paired with AXENT‘s Airless Siphon 

Technology, o�er an exceptionally powerful flush without the need of a tank. This tankless design and powerful flushing e�ciency lends to 

the Primus’ one-of-a-kind water conservation benefits and eliminates the need for unnecessary ceramic (a reduction of more than 25% less 

materials than traditional toilets). 

Material Finish

Dimensions 

Weight

Color

L 28-9/16” x W 15-3/16” x H 19-1/8” 

110.23 lbs

Vitreous  China  and Easy Clean Antibacterial Glaze

White and Chrome Trim (alt :  Champagne, Gold or Rose Gold Trim) 
Water Consumption Single Flush 1.28 GPF (4.8 LPF)


